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COngratulatiOns 

You have purchased a professional res-
cue device used by search & rescue ope-
rators, rescue departments and all kind of 
life savers around the world!

Quicksave PRO is a 
unique safety product 
for rescue operations in 
water. At the surface it is 
designed as a buoyancy 
aid, but also as an exten-
ded arm and keeps the 
victim floating and safely 
secured on the surface.  
Quicksave PRO can also 
be brought down under 

water and attached to the victim before inflating it, which 
brings the victim up to the surface where the victim will 
remain floating with the face up. 
Since Quicksave PRO only takes little space, multiple units 
can be carried in the belt for surface securing and rescue 
of multiple victims, both on the surface as well as below 
the water surface. 
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Save the manual. It contains 
all you need to know to get 
the most out of the unit!

PraCtiCe 
makes PerfeCt
Practice using Quicksave Pro in water before using it in 
a live situation. Remember to hang Quicksave Pro to dry 
after usage and to replace the CO2-Cylinder and green 
safety pin before refitting it into the holster.

Both QS PRO10 and QS PRO20  works in a similiar way. 
The difference is that  QS PRO20 uses two CO2 cylinders 
for twice the buoyancy and has a pressure check valve.
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• When handle 1 and the loop on handle 2 are 
connected, the CO2 cylinder is triggered by pulling 
the handles in opposite directions thus inflating the 
tube.

• The green safety pin(s) falls off when the CO2 cylin-
der is activated. The safety pin should only be fitted 
to the unit when its loading giving the user a visual 
indicator that it’s ready to use.

•  Quicksave PRO remains inflated until the handles 
has been disconnected and the cap on handle 1 is 
unscrewed. In PRO20 both handles contain one CO2 
cylinder each, and both must be removed for the 
tube to completely deflate.

•  The unit can then be reloaded and is ready to be 
used again in a matter of minutes.

hOw it wOrks
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Both handles are loaded 
with CO2 cylinders and 
two safety pins should be 
used, one for each handle.

(Handle 1)  
Position of safety pin

PrO10

PrO20

Handle 1

Handle 2
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Before Quicksave PRO is used, check that it is loaded and 
secured according to the instructions to ensure correct 
operation: 

• Check that QS Pro is free from damage before use. Reg-
ularly check that the CO2-cylinder is free from corrosion, 
and hasn’t been damaged. If the CO2-cylinder is pierced 
or damaged it must be replaced with a new CO2 cylin-
der. 

• The tube is not pierce resistant, therefor regularly check 
the tube for leaks and damage. Should the tube be dama-
ged, please immediately send it for service and replace-
ment at Quicksave AB or any of our resellers.

• Lubricate the O-ring(s) and the DIN connector in the 
cap(s) with the supplied lubricant Tef-Gel. The O-ring 
should be replaced regularly to prevent leaks. 

• Quicksave PRO is not designed as a lifting aid above 
water level. A lifting belt should be used for this purpose.

• The tube has to be completely emptied of air before infla-
ting it to avoid overinflation.

• In temperatues below 5 degrees celcius, the tube might 
have reduced buoyancy when inflated.

• The CO2-cylinder contains pressurized gas,  special rules 
and regulations may apply for bringing such devices on 
board on aeroplanes, please check with the flight opera-
tor if you plan to bring these on a flight. The CO2-Cylin-
ders has to be stored away from heat and fire. 

befOre usage
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lOading it
• Unscrew the cap on handle 1.
• Insert an unused CO2-cylinder in handle one with the  

bottleneck facing downwards. Don’t force it into place.• 
Check that the CO2-cylinder is unused by inspecting it visu-
ally. The cylinder has to be unpierced and without damage. 
A pierced CO2-cylinder is obselete and has to be replaced 
immediately. 

• Put the cap back on and insert the green safety pin.  
The safety pin works as a visual indicator showing the unit 
is ready to be used.

note for Qs PrO 20 users: load both handles with one CO2 
Cylinder for each and one safety pin for each. 

• Fold the tube, and roll it up as described by the ’how to close 
it’ instructions  in the manual, then put it back in the holster 
with the loop and trigger mechanism facing up. 

• Check that all equipment is correctly assembled and at-
tached such as additional belts, holsters etc. 

 It is now ready to be used!
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hOw tO use it

Take Quicksave  out of the 
holster with one hand.

Hold it in front of the chest 
of the victim

Wrap the handles around 
the victim with both hands

Connect the handles 
behind the victim’s back

1

2

3

4
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Connect the handles be-
hind the victim’s back

Firmly pull the handles in 
opposite directions to pierce 
the CO2 cylinder(s)

The tube is now inflated 
with air and the victim will 
ascend to the surface and 
stay surfaced, face up

Carefully pull the victim to 
safety and start the neces-
sary treatment

4

5

6

7
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hOw tO ClOse it 

Unscrew the cap on handle 1.
(remove both caps 
for PRO20)

Remove the empty 
CO2 Cylinder.
(remove both cylinders 
for PRO20)

Roll out the air using one of 
the handles. Continue rolling 
until all air is out. Repeat the 
procedure if necessary

Insert a new, unused cylinder. 
Screw on the cap back again.
(repeat on both handles  
for PRO20)

1

2

3

4
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hOw tO ClOse it 

Fold the tube in the middle 
and roll it up all the way to 
the handles

Insert a new green safety 
pin which indicates that it is 
ready to use

Hold the handles in one hand 
as displayed on the picture 
and put Quicksave back in 
the holster with the loop/con-
nector pointing upwards

Quicksave is now ready to be 
used again

5

6

7

8
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• Remove QS pro from the victim
• Empty the tube from air by unscrewing the cap on 

handle 1 and removing the CO2 cylinder.  
For PRO20, remove caps on both handles.

• Roll out the air using handle 2. Continue rolling until 
the tube is empty of air. 

• Rinse QS Pro with freshwater and let it hang dry in 
room temperature. 

• Once dry, close the unit again according to the 
 instructions.
 *Don’t forget to insert a new safety pin in handle 1.

Maintainance
• Do not use Quicksave Pro as anything else but a 
 byuoancy device in water. Improper use will void 
 warranty.
•  QS PRO should be kept away from children.
•  QS PRO should be inflated at least once a year to test 

function and check for leaks and damage.  Do not try 
to repair the equipment yourself, contact the reseller, 
importer or manufacturer for service. It is recommend-
ed that the unit is regularly inspected by an authorized 
dealer at least once a year. Even though the QS PRO 
is designed with durability in mind, the materials can 

after usage
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decay over time. 
• When re-loading the unit with a new CO2 cylinder, only 

use the CO2-cylinders supplied by Quicksave AB or by 
an authorised dealer. 

• Quicksave Rescue Equipment guarantees 2-years du-
rability. The equipment has to be regularly checked for 
damage and wear due to the environmental conditions 
in which it operates such as UV-light, salt water, oil, sharp 
objects etc. This can be done by inflating the unit and 
checking for leaks and damage. Should any damage or 
leak be evident, the unit has to be repaired or replaced by 
Quicksave AB or by an authorized dealer.
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Quicksave PRO10
Tube material: Nylon
Handles: Aluminium
Tube thickness: 380 μ
60 N lifting capacity fully inflated
Gas cylinder: 16 g CO2, unthreaded
Inflation mechanism: Manual inflation
Weight: 0,7 kg
Length: 1600mm
Service interval: 1 time/year 
UN number 2990 Life saving appliance

Quicksave PRO20
Tube material: Nylon
Handles: Alumunium
Tube thickness: 380 μ
120 N lifting capacity fully inflated
Gas cylinder: 16 g CO2, unthreaded
Inflation mechanism: Manual inflation
Weight: 0,7 kg
Length: 1600mm
Service interval: 1 time/year 
UN nummer 2990 Life saving appliance

Certifications
Testing of Life-Saving Appliances: 
MSC81(70), EN ISO 12401-9-2006/- 
A1-2011 and EN ISO12402-5-2006/
A1-2011. Made by Force Technology, Copenhagen, Denmark.

teChniCal data
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teChniCal data
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Quicksave AB  

Tryckerigatan 2 | Box 395 | SE-571 24 Nässjö 

Tel +46(0)76-102 87 60  

www.qsaverescue.com


